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5. Miner Data Configuration̂Configuration on the web pagẽ ................................................... 11 

5.1. Query the dynamic IP address obtained by the miner ...................................................... 11 

5.1.1. Run WhatsMinerTools software ............................................................................. 11 

5.1.2. Check the IP Address Reported by the Miner ........................................................ 12 

5.2. Configuration Pool&Worker Data and NTP Server Address .............................................. 14 

5.2.1. Configuration Pool & Worker ................................................................................. 14 

5.2.2. Modify the NTP Synchronization Server Address (optional) .................................. 15 

5.3. Configuration the Static IP Address (optional) .................................................................. 16 

6. Miner Operation Status Check ..................................................................................................... 18 

7. Miner Batch Data Configuration, Miner Status Check, Firmware Upgrade ................................. 19 

8. Miner Disassembly and Installation .............................................................................................. 20 

8.1. Control Panel Disassembly and Installation ...................................................................... 20 

8.1.1. Control Panel Disassembly ..................................................................................... 20 

8.1.2. Control Panel Installation ....................................................................................... 21 

8.2. Power Supply Disassembly and Installation ...................................................................... 23 

8.2.1. Power Supply Disassembly ..................................................................................... 23 

8.2.2. Power Supply Installation ....................................................................................... 24 

8.3. Hash Board Disassembly and Installation .......................................................................... 25 

8.3.1. Hash Board Disassembly ......................................................................................... 25 

8.3.2. Hash Board Installation........................................................................................... 27 

 
  



 

 3 / 29 
 

мΦ aом{ tǊƻŘǳŎǘ LƴǘǊƻŘǳŎǘƛƻƴ 

 

WhatsMiner M31S 
Blockchain Server Artifact 

Product Parameter Introduction as below̔  
HashRate̔ 72TH/s ¤5% 

Power̔ 3312W¤10% 

Power Rate̔ 46W/T  

Power Supply̔ P21D-GB-12-3300-D-V01̂ AC200~277Ṽ  

Environment Temperature̔ -5Ņ~35Ņ 

Product Size̔ 390mm*155mm*240mm 

нΦ ²Ƙŀǘǎ aƛƴŜǊ /ƻƴƴŜŎǘƛƻƴ ŀƴŘ wŀŎƪƛƴƎ {ŀŦŜǘȅ 
bƻǘŜǎ 

2.1. Miner Connection Notes 

/ƘŜŎƪ ƻǾŜǊ ǘƘŜ ƳƛƴŜǊΩǎ ǇƻǿŜǊ ǎǳǇǇƭȅ ŎƻƴǘǊƻƭ ǿƛǊŜ, adapter board control wire and 

fan control wire to make sure connections are correct. Damage of the control board, 

hash board, transfer board, fan, etc. caused by incorrect connection will not be 

covered by the warranty. 
When connecting the wiring of the control board, ensure the pin connects to the 
corresponding socket. The pin cannot be inserted into the socket by force. If connected 
incorrectly, the power may burn out the control board, burning the signal wire! 
 

file:///C:/Users/Microbt/AppData/Local/youdao/dict/Application/8.4.0.0/resultui/html/index.html#/javascript:;
file:///C:/Users/Microbt/AppData/Local/youdao/dict/Application/8.4.0.0/resultui/html/index.html#/javascript:;
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2.1.1. Power Supply Control Wire Connection Notes 

The power control wire is 14pin, and the card slot is inserted as below: 

Correct Connection̔    Incorrect Connection̔  

    
 

2.1.2. Adapter Board Control Wire Connection Notes 

The adapter board control wire is 22pin, and the card slot is inserted as below: 

Correct Connection̔  
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Incorrect Connection̔  
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2.1.3. Fan Connection Notes 

The fan wire is 6pin and 4pin, and the card slot is inserted as below: 

Correct Connection̔  
 

 
 

Incorrect Connection̔  
 

 

2.1.4. Hash Board and Adapter Board Connection Notes 

The socket of the adapter board and the pin of the hash board must be installed in 
place to avoid other problems caused by contact issues! 
 

Correct Connection̔  
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Incorrect Connection̔  
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2.1.5. Power Supply Copper Busbar Connection Notes 

When the power supply copper busbar is connected to the hash board, the positive 

and negative poles of the copper busbar cannot be connected incorrectly, and the 

screw washers of the fixed copper bar must be aligned in parallel with the edge of 

the copper bar. Otherwise, the machine may short-circuit when the power is turned 

on. Screws must be fastened. Fasten screws to avoid issues related to poor contact 

with the copper bar! 

 

Correct Connection̔  
 

 
 

Incorrect Connection̔  
 

 








































